








                              With Quazite 
polymer concrete 

products, you cut weight 1/10 
to 1/3 the weight of concrete while 

providing reliable performance that meets 
or exceeds ANSI/SCTE 77 Tier 22 (22,500 lb. 

design/33,750 lb. test load) non-deliberate traffic 
requirements. Stackable monolithic polymer concrete 
underground enclosures from 6” x 8” to 48” x 96” in 
size. Box pads for transformers and switchgear ranging 
from 44” x 44” to 93” x 93” and flat pads to 84” x 96” 
and greater if required.

Quazite enclosures meet or 
exceed the testing require-
ments of ANSI/SCTE 77 2007. 

QUAZITE®
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Underground Precast Polymer Enclosures and Pads

Transformer
Box Pads

Sectionalizer
Cabinets

Switchgear
Box Pads



Temporary Grounding Equipment is essential to safe working prac-
tices. Proper grounding protects from induced voltage from adja-
cent energized lines and fault-current feedover from the same lines. 
Unpredictable lightning strikes, switching equipment malfunction or 
human error. Even accidental contact with adjacent lines all combine 
to make grounding an essential safety step. No one has the ground-
ing products and grounding sets and related products like Chance.

When it comes to grounding safety, look to the leader. Chance.
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CHANCE® GROUNDING

Blanket 
Cover Up

Ground Sets

Grounding Equipment
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